
United 312
GENERAL INFORMATION:

United 312 BOILERMATE is designed to 
protect boiler surfaces against scale, corrosion 
and oxygen pitting. Regular use of United 312 
will keep your steam boiler operating cleanly and 
efficiently.
United 312 contains:
• Sulfite, to control dissolved oxygen and 

prevent pitting.
• Synthetic polymers, to prevent scale and 

condition sludge for easy removal by blowdown.
• Seques trants ,  to contro l  hardness and 

prevent scale.
DIRECTIONS FOR USE:

United 312 is best injected into the feedwater line 
between the final check valve and the boiler. A 
metering pump controlled by the feedwater pump 
control circuit may work best. United 312 may 
also be added by pot feeder or into the feedwater 
(condensate return) tank. Talk to your United sales 
representative for recommendations on the best 
available equipment.
INITIAL DOSAGE: Add one gallon of United 
312 for every 1,000 gallons (1 litre for each 
1,000 litres) of estimated boiler capacity.
MAINTENANCE DOSAGE: Feed enough 
United 312 to maintain the boiler water sulfite 
level in the range 30 - 50 ppm.
BLOWDOWN: Every steam boiler should be 
blown down at least once per day. Adjust the 
blowdown schedule to maintain the total alkalinity 
of the boiler water in the range 500 - 700 ppm.
United 312 contains no volatile components and 
should be combined with a steam and return line 
treatment product such as United 311. Normally 1 
part of United 311 will be used with 3 - 4 parts of 
United 312.

DANGER: Causes severe skin burns and 
eye damage. 
Do  no t  b rea the  dus t/ fume/gas/
mist/vapors/spray. Wash face, hands and 
any exposed skin thoroughly after handling. 
Wear protective gloves/protective clothing/
eye protection/face protection. IF IN EYES: 
Rinse cautiously with water for several minutes. 
Remove contact lenses, if present and easy to 
do. Continue rinsing. Immediately call a poison 
center or doctor/physician. IF ON SKIN (or hair): 
Remove/Take off immediately all contaminated 
clothing. Rinse skin with water/shower. Wash 
contaminated clothing before reuse. IF INHALED: 
Remove victim to fresh air and keep at rest in a 
position comfortable for breathing. Immediately 
call a poison center or doctor/physician. IF 
SWALLOWED: Rinse mouth. Do NOT induce 
vomiting. Immediately call a poison center or 
doctor/physician. Store according to local rules 
and regulations. Dispose of contents/container to 
an approved waste disposal plant.
CONTAINS (CAS#): Sodium Metabisulfite 
(7681-57-4), Caustic Soda (1310-73-2), Soda 
Ash (497-19-8)   
An SDS for this product is available through 
United’s website, www.unitedlabsinc.com, 
providing 24 hour access. Please read the 
SDS carefully and follow all directions when 
using or handling this product. Never reuse 
empty containers. Incompatible materials may 
adversely react.
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BOILERMATE
Synthetic Polymer Liquid
Steam Boiler Treatment

DANGER
KEEP OUT OF REACH OF CHILDREN.

See other cautions on back/side panel.

PRECAUCION AL USARIO:  
Si usted no puede leer Ingles, pregunte a alguien que le 

traduzca esta etiqueta para usted antes de uso.

Manufactured and Sold Exclusively By:
UNITED LABORATORIES, INC.

320 37th Avenue • St. Charles, IL 60174
1-800-323-2594 • www.unitedlabsinc.com


